AMAZING FENCE INSTALLATION

LAYOUT ON LEVEL GROUND

POST-TOPS STEP TO MATCH TERRAIN
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AMAZING FENCE INSTALLATION

LEVEL LINE

5-7"TO 5 10"

IDEAL DISTANCE BETWEEN POSTS.
First measure the length of the fence.
Then set your posts 1/8"-1/4" wider than
the length of the fence.

FINISH GRADE

[ ]
IMPORTANT: You will notice- we have manufactured

our fence panel to an 8 foot width, allowing you to cut
them to the proper length to fit your post spacing.

SET POSTS IN A CONCRETE-
HOLE DIAMETER APPROX. 6" TO 8"

SETTING POSTS
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AMAZING FENCE INSTALLATION

CUTJ—IERE CuUT ‘I’-|ERE

CUT PANEL 1/8"-1/4" SHORTER THAN THE
OPENING BETWEEN POSTS, THIS IS
THE BRACKET ALLOWANCE.
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END
BRACKETS

* NOTE: CUT THE PANEL SO THAT THE REMAINING RAIL
LENGTH AT EACH END IS THE SAME. IT LOOKS MORE
BALANCED. RAILS CUT EASILY WITH A HACKSAW, A
SAWZ-ALL OR A GRINDER WITH CUTTING WHEEL.

CUTTING A FENCE PANEL
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AMAZING FENCE INSTALLATION

NOTE: IF PANEL HAS MORE
THAN TWO RAILS, PUT AN END END BRACKET

BRACKET ON EACH RAIL.
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TEK-SCREWS

‘ ‘ /‘/ SELF DRILLING
SLIDE END BRACKETS ON B£[[\[
THE RAILS BEFORE POSITIONING

THE PANEL BETWEEN THE POSTS

FENCE POST

MOUNTING A FENCE PANEL
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